Maintenance
Having made a considerable investment in your surface, it makes
sense to look after it. It is very important to maintain your surface
on a regular basis.
If your surface has fibre in it, waxed or not, you will need to grade
it. This loosens up the top of the waxed surface and stops it
becoming too compacted. On a non-waxed surface, it remixes any
fibres that have come to the top of the surface.
We offer tractor mounted or towable graders designed for use on
waxed or fibre-based surfaces. These robust graders adjust to
different depths and include an easy to use pop out plate to bring
in surface from the kickboards. The tractor mounted graders come
in a range of sizes from 1.5m up to 3.0m and the towable grader
from 1.5m to 2.0m.
For information on surface maintenance recommendations please
refer to our website.

Winning surfaces to suit all disciplines
0800 044 8101 . info@dayequestrian.co.uk . www.dayequestrian.co.uk

Base Construction & Drainage
Base Construction
It is important that your surface is laid on a firm, well drained base. A surface cannot perform properly if the base is
not well supported, and water is not allowed to drain through.
Stability is important. Most arenas are built on levelled ground. This usually means that a “cut and fill” has been
performed – in other words, earth has been taken from the high end and used to build the low end. This requires the
filled material to be properly compacted. This is done by the tracks of the excavator in layers of 300mm or less. By
using this method there is no need to import or export large quantities of earth to level up your site.
A geotextile membrane is then laid, which will help stabilise the ground and provide a separation layer between the
ground and the base. A good quality, clean hard stone should then be laid to a depth of 150mm. Ideally this should
consist of carboniferous limestone or granite of around 40mm in size, which won’t break down or erode over time.
These materials are angular in shape and so when rolled will fit together and make a smooth stable base to put your
surface on.

Drainage
This is probably the area that most often causes problems. Poor drainage will normally not show up immediately, but
sometimes several years after a school has been built, and then it is difficult and expensive to put right.
We recommend digging a “cut off drain” around the school to collect and divert any water that is likely to run into
the school from surrounding areas. Also, run one drain down the length of the school approximately every 10m.
For example, a 20m wide school would have a drain around the outside and one down the middle. These drains can
then be piped into a ditch, if you have one nearby, or into a soakaway.
Clean hard stone is then laid as described above, which effectively serves as a drain and base, giving you even drainage
over the whole area. This is important as it ensures that your surface is consistent over the school. To keep the surface
material separate from the base, use either a good quality non-woven membrane or a porous tarmacadam layer,
depending on budget and type of use.

Equestrian Services
We have built up considerable knowledge of the construction
requirements of equestrian arenas. We offer a complete service
for either a new build or for the refurbishment of an existing
site with a recommended contractor.
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Daytrack contains a blend of high quality washed silica sand to
provide stability and free drainage, fully synthetic fibres to mimic
a grass root structure and PVC granules. This mixture is coated
with wax at high temperature which binds the mixture together.
This surface is particularly good for show jumping but can be used
for all equestrian disciplines.
Our computer controlled processing plant mixes to a high degree
of accuracy and consistency. We can deliver our generic recipes or
offer a bespoke mixing service if you have different requirements.
For information on maintenance and installation recommendations
please refer to our website.
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Daytrack benefits:
■

High stability from day one

■

High energy return

■

Low maintenance

■

Low kickback

■

Dust free

■

Suitable for indoor and outdoor use
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Fibreride is a wax coated blend of high quality washed silica sand
and fully synthetic fibres. The silica sand provides good drainage
and stability in the surface and the fibres create a cushioning
“root structure” like that of turf. This mixture is coated with wax
at high temperature which binds the mixture together.
Fibreride is a durable, low maintenance surface suited to dressage.
Our computer controlled processing plant mixes to a high degree
of accuracy and consistency. We can deliver our generic recipes or
offer a bespoke mixing service if you have different requirements.
For information on maintenance and installation recommendations
please refer to our website.
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More Surface Options
Silica Sand
Day Equestrian has built up a large portfolio of suitable sands
across most of the country, the most popular of which comes
from Redhill. We have an on-going commitment to the sourcing
and testing of new supplies of sand in all areas of the country.
We recommend combining silica sand with rubber chippings,
stabilising fibre or both.
This surface requires occasional irrigation.

Stabilising Fibre
Delivered in bales, this can be added to either new or existing silica
sand to bind the surface together and create a “root structure”.
Adding fibre will increase surface energy return, surface stability,
impact absorption and help to improve “dead” surfaces.
This surface requires occasional irrigation.

Rubber Chippings
Rubber is one of the best materials for reducing the effects of
frost on your arena. Our rubber chippings are 99.9% metal-free
and approximately 10-30mm in size. We supply considerable
quantities for top-ups and new builds.
This surface requires occasional irrigation.
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Aggregates
Sand
Day Equestrian has a large portfolio of suitable sands across most
of the country, the most popular of which is Redhill Fines which
has accounted for over 50% of all sands supplied to the market
to date. We have an on-going commitment to the sourcing and
testing of new supplies of sand in all areas of the country.

Clean Angular Stone
We recommended using clean angular stone for the arena
base layer.
20/40mm clean carboniferous limestone or granite are normally
used but are not available in all areas of the country. If this is the case,
we can supply other carefully chosen materials. This includes suitable
recycled products which, when available, give a financial saving.
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Aggregates
Tarmacadam
Used in open graded form this material creates a porous barrier
between the drainage layer and the surface. This is much more
durable than a membrane and is used in many professional
applications.

Geotextile Membranes
Geotextile membranes perform two different but very important
roles in the construction of a riding arena.
The bottom membrane serves two purposes, to stabilise the levelled
ground and to separate the clean drainage layer from the earth.
A plastic woven geotextile membrane is normally used for this, due
to its strength and relative low cost.
The second role is to separate the surface from the drainage layer.
This stops the surface washing into the stone and stone contaminating
the surface. This requires a non-woven or fabric type membrane due
to its drainage abilities and non-slip qualities. This membrane layer
should have its joins sealed either by heat, double sided tape or glue.
This stops the surface creeping under the joins and so lifting them.

General Aggregates
Day Group Ltd supplies more than 5 million tonnes of aggregate
per year into the construction industry, much of which is recycled.
With our network of rail linked yards and our own fleet of lorries
we are able to deliver promptly, and at a good price, products such
as: Drainage Shingles, Crushed Concrete, Type 1 (primary and
recycled), Crushed Asphalt and Glass Sand. The latter is a recycled
product which can be used under block paving. So, whether your
project is a complete yard construction, a path or a drain, we can
supply the materials for the job.
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Fibremix is a non-coated blend of high quality washed silica sand
and stabilising fibre. Fibremix is delivered as a complete surface,
so it’s quicker and easier to lay than sand and fibre mixed in situ.
Fibremix has its fibre mixed right through the full depth of the
surface, compared to the top 50-75mm, which is the case for
on-site mixes. This gives the surface far superior stability.
Fibremix is a popular, lower-cost alternative to a waxed surface.
This surface requires occasional irrigation.
For information on maintenance and installation recommendations
please refer to our website.
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Fibrewax contains a blend of high quality washed silica sand and
stabilising fibre. This mixture is coated with wax at high temperature
which binds the mixture together. Fibrewax is an affordable, low
maintenance surface.
This surface is suitable for all equestrian disciplines including polo.
For information on maintenance and installation recommendations
please refer to our website.
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Choosing your surface
Recommended Use
Indoor
Arenas

Outdoor
Arenas

Recommended Discipline
Lunge
Pen

Gallop

✓

✓

Dressage

Show
Jumping

Polo

Eventing

Premixed Wax Coated Surfaces
Daytrack

✓

Daytrack Plus

✓

Daytrack
Competition

✓

Fibreride
Fibreride Plus
Fibrewax Plus

✓
✓
✓

✓

✓

✓

Fibrewax

✓

✓
✓

✓

✓

✓

✓

✓

✓

✓

✓

✓

✓

✓

✓

✓

Premixed Sand and Fibre Non-Waxed Surface
Fibremix

✓

Mixed ‘in situ’ Surface Options
Sand & fibre
mix ‘in situ’

✓

✓

✓

✓

Sand & Rubber

✓

✓

✓

✓

Stability

Irrigation
Required

Maintenance
Required

Ease of
Installation

Premixed Wax Coated Surfaces
Daytrack

●●●●

No

●

●●●●●

Daytrack Plus

●●●●●

No

●

●●●●●

Daytrack
Competition

●●●●●

No

●

●●●●●

Fibreride

●●●●

No

●

●●●●●

Fibreride Plus

●●●●●

No

●

●●●●●

Fibrewax

●●●●

No

●

●●●●●

Fibrewax Plus

●●●●●

No

●

●●●●●

Yes

●●●

●●●●●

Premixed Sand and Fibre Non-Waxed Surface
Fibremix

●●●

Mixed ‘in situ’ Surface Options
Sand & fibre
mix ‘in situ’

●●

Yes

●●●●

●

Sand & Rubber

●

Yes

●●●●●

●●●

Please note these charts are for guidance only. Using the correct maintenance equipment is an essential part of
enhancing the performance and life span of your surface.
Please request our maintenance guide for further information.
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Delivery & Haulage
Articulated tipper
Typical length:

15.1m

Typical width (including mirrors):

3.55m

Typical travel height:

4m

Typical tipping height:

10.3m

Typical turning circle:

20m

Maximum vehicle weight:

44 tonnes

Typical capacity:

29 tonnes

8 Wheel tipper
Typical length:

9.5m

Typical width (including mirrors):

3.55m

Typical travel height:

3.6m

Typical tipping height:

7.7m

Typical turning circle:

25m

Maximum vehicle weight:

32 tonnes

Typical capacity:

20 tonnes

4 Wheel tipper
Typical length:

6.8m

Typical width (including mirrors):

3.4m

Typical travel height:

3.1m

Typical tipping height:

5.4m

Typical turning circle:

15m

Maximum vehicle weight:

18 tonnes

Typical capacity:

11 tonnes

Customers ordering vehicles off the highway do so entirely at their own responsibility. If required, delays and
waiting time will be charged on an hourly basis. If you are unsure of the access to a site please contact us.
Dimensions are approximate and are for guidance only. Capacity (tonnage) will vary depending on the
material carried.
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